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Subpart F—Procedures for Testing
Performance Characteristics
of Class Il Equivalent Methods
for PM 25

SOURCE: 62 FR 38814, July 18, 1997, unless
otherwise noted.

§53.60 General provisions.

(a) This subpart sets forth the spe-
cific requirements that a PM,s sam-
pler associated with a candidate Class
IT equivalent method must meet to be
designated as an equivalent method for
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PM,s. This subpart also sets forth the
explicit test procedures that must be
carried out and the test results, evi-
dence, documentation, and other mate-
rials that must be provided to EPA to
demonstrate that a sampler meets all
specified requirements for designation
as an equivalent method.

(b) A candidate method described in
an application for a FRM or FEM de-
termination submitted under §53.4
shall be determined by the EPA to be a
Class II candidate equivalent method
on the basis of the definition of a Class
II FEM in §53.1.

(c) Any sampler associated with a
Class II candidate equivalent method
(Class II sampler) must meet all appli-
cable requirements for FRM samplers
or Class I FEM samplers specified in
subpart E of this part, as appropriate.
Except as provided in §53.3(a)(3), a
Class II PM,s sampler must meet the
additional requirements as specified in
paragraph (d) of this section.

(d) Except as provided in paragraphs
(@), (2), and (3) of this section, all
Class IT samplers are subject to the ad-
ditional tests and performance require-
ments specified in §53.62 (full wind tun-
nel test), §53.66 (loading test), and
§53.66 (volatility test). Alternative
tests and performance requirements, as
described in paragraphs (d)(1), (2), and
(3) of this section, are optionally avail-
able for certain Class II samplers which
meet the requirements for reference
method or Class I equivalent method
samplers given in 40 CFR part 50, ap-
pendix L, and in subpart E of this part,
except for specific deviations of the
inlet, fractionator, or filter.

(1) Inlet deviation. A sampler which
has been determined to be a Class II
sampler solely because the design or
construction of its inlet deviates from
the design or construction of the inlet
specified in 40 CFR part 50, appendix L,
for reference method samplers shall
not be subject to the requirements of
§53.62 (full wind tunnel test), provided
that it meets all requirements of §53.63
(wind tunnel inlet aspiration test),
§53.65 (loading test), and §53.66 (vola-
tility test).

(2) Fractionator deviation. A sampler
which has been determined to be a
Class II sampler solely because the de-
sign or construction of its particle size
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